
 

 

 

 

 

 
 

 

 

 

 

 
 
 

Packaging 
 

6 x 1 kilo 
4 x 5 kilos 
1 x 25 kilos 
 
 
 
 
 

Characteristics 
 

Aspect: gray powder 
Odor: no 
pH: 7.3 
 

Norm: AFNOR NF X 42-040 

Directive: 2000/54/CEE 

 
 
 
 
 
 

Dosing 
 

Maintenance =3 year 
 

NETCOLONNE P 
CONCENTRATED 

10 grams per apartment or 
2 grams per water points 

(WC, sink, shower, washbasin) 
 

+ 
 

ACTI P 

50 grams per housing 
 

Shock action 
 

NETCOLONNE P 
CONCENTRATED 

20 grams per apartment 
 

 

DATA SHEET 

This document contains proprietary information of EUROBIO SA. This document must 
not be copied or distributed, in whole or in part without the prior consent of EUROBIO 
SA. 
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EUROBIO SA 
Siège Bât.1 - Lot 1& 2 Le Techniparc. 
385, rue Alfred Nobel. 34000 Montpellier 
Tel: +33(0)4.67.15.68.58 
Fax: +33(0)4.67.15.68.59 
www.eurobio-sa.com 
 

www.eurobio-sa.com 

Applications 
 

 Central pipes 
 Evacuation columns 

 Drains, Sewerage 

 

Advantages 
 

 Unique biotechnology 

 Cure and eliminates grease accumulation 

 Protects against the formation of plugs 

 Ensures smooth flow pipes 

 Eliminates odors 

 Non-irritating and non-corrosive 

 Safe for users and equipment 

 Completely biodegradable 

 Neutral pH 
 

Description 
 

NETCOLONNE P 

CONCENTRATED is a unique ultra-

concentrated active micro-

organisms solution for a high 

performance biological cleaning of 

EU / EV, vertical and horizontal 

columns. 

 

NETCOLONNE P 

CONCENTRATED provides 

unblocking drains and effectively 

prevents caps while eliminating 

odors. 

Related products 
 

For a sustainable hygiene, use complementary products form ECO-PERFORMANT: 
- ACTI P effectively active biological degradation of organic matter 

- NETSURF cleans dirt on all surfaces and diffuse the scent of clean 

- NETODOR eliminates odors from decaying matter 

-  

Directions for user 
 
 Dilute the dose in water (perfectly warm), 1 liter per apartment 

 Curative and preventive treatment of columns and sewer 

 Columns: apply the solution at each point (WC, sink, shower, washbasin) 

 Sewer: apply for every 30 m 

 In addition: use ACTI P, ultra-potent activator (see data sheet) 
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NETCOLONNE P CONCENTRATED 
Biological descaling powder, ultra concentrated 

14 
7,3 

pH 

http://www.eurobio-sa.com/

